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1 .  S P E C I F I C AT I O N S

ANGLED PILLAR (Acoustic wall fixture  —  One size)

Weight —

Materials — 

Finishes — 

Fillings — 

Gross weight (± 10%) :  16 kg (35 lb)

Aluminium sheets 3 mm (1/8") thick

Powder coatings : �Matte White — RAL 9010 
Matte Black — RAL 9005 
Corten 
Gold

Reindeer Moss (Lichen) 
Ball Moss 
Provence Moss 
Forest (Wild plants)

18 cm 
(7.1")

 37,8 cm (14.6")

200 cm 
(78.7")
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2 .  F R A M E  F I N I S H E S

MATTE WHITE Powder coating

MATTE BLACK Powder coating

CORTEN Powder coating

GOLD Powder coating

Texture —

Gloss
Level — 

Color —

Texture —

Gloss
Level — 

Color —

Texture —

Gloss
Level — 

Color —

Texture —

Gloss
Level — 

Color —

Fine texture

20 ± 5

RAL 9010

Fine texture

20 ± 5

RAL 9005

Coarse texture

10 ± 5

x

Smooth texture

80 ± 5

x
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3 .  F I L L I N G S  (1/2)

REINDEER MOSS (Lichen)

BALL MOSS

Handpicked in Europe (Scandinavia)

Naturally Fire-retardant (ISO 11925-2, certificate available)

100% Maintenance free (avoid direct sunlight)
Keeps its form, color & texture for 5 to 10 years

Non-toxic
Non-allergen

Handpicked in Europe

100% Maintenance free
Keeps its form, color & texture for 3 to 5 years
(Avoid direct sunlight on the moss to preserve its color)

Non-toxic
Non-allergen
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Origin —

Security — 

Durability —

Health —

Colors —

Origin —

Durability — 

Health —

Apple  
55

Light Grass  
79

Natural  
56

Yellow  
60

Orange  
51

Red  
57

Fuchsia  
69

Erica  
53

Burgundy  
63

Pacific  
87

Grass Green  
78

Royal Blue  
74

Purple  
67

Medium  
70

Mentha  
54

Acoustic absorption index (αs) depending on Frequency (Hz)

Acoustic absorption index (αs) depending on Frequency (Hz)
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3 .  F I L L I N G S  (2/2)

PROVENCE MOSS
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Acoustic absorption index (αs) depending on Frequency (Hz)

Handpicked in Europe

100% Maintenance free
Keeps its form, color & texture for 3 to 5 years
(Avoid direct sunlight on the moss to preserve its color)

Non-toxic
Non-allergen

Origin —

Durability — 

Health —

FOREST (Custom handmade compositions using various foliage species on a flat moss background)

Handpicked in Europe

100% Maintenance free
Keeps its form, color & texture for 3 to 5 years
(Avoid direct sunlight on foliages to preserve their color)

Non-toxic
Non-allergen

Origin —

Durability — 

Health —
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4 .  F I X I N G  S Y S T E M

Materials needed :

Pencil 4X screw with washer
(and eventually dowels)

Drill & screwdriver

WALL MOUNTING   (4 points fixation - Horizontal or Vertical hanging possible)

1 2 3

3a 3b

X cm

X cm
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